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Abstract

Energy management remains a critical problem in wire-

less networks since battery technology cannot keep up with

rising communication expectations. Current approaches to

energy conservation reduce the energy consumption of the

wireless interface either for a given communication task or

during idling. However, a complete solution requires min-

imizing the energy spent for both communication (i.e., for

data and control overhead) and idling. This problem can

be expressed as an energy-efficient network design problem,

which is, not surprisingly, NP-hard. Therefore, in this pa-

per, we study three heuristic approaches. Our study shows

that the first approach that prioritizes communication en-

ergy conservation does not save energy. The second ap-

proach, which tries to reduce energy used for both data and

in idling, becomes cost-prohibitive due to its high control

overhead. Hence, we propose a third approach that pri-

oritizes idling energy conservation. Due to its low control

overhead, this approach meets the challenge of operating

the network with low energy cost.

1. Introduction

Energy management is one of the greatest challenges in

wireless networks due to the continuous increase in the en-

ergy requirements of wireless devices and the slow advance-

ment of battery technology. Therefore, it is essential to in-

corporate energy efficiency into the design of network pro-

tocols. Current research has focused on either communica-

tion energy conservation, which aims to optimize the use

of the wireless interface for a given communication task, or

idling energy conservation, which aims to optimize energy

use when the interface is idle. Obviously, a complete solu-

tion needs to reduce both communication and idling energy.

However, the complex interactions between communication

and idling energy conservation techniques present a signifi-

cant challenge. To this end, this paper explores the limits of

traditional stand-alone techniques and exposes some com-

monly held myths about energy conservation.

Contrary to common expectations [7], joint utilization of

communication and idling energy conservation techniques

is likely to exhibit negative interactions. Consider two

techniques: energy-aware routing using transmission power

control (TPC) and power management. TPC allows tuning

the transmission power level based on the distance between

the sender and the receiver. Due to non-linear power atten-

uation, transmitting via multiple short hops may consume

less energy than via one long hop. Hence, energy-aware

routing [14, 23] exploits TPC and routes through short hops

to reduce communication energy. Power management, on

the other hand, saves idling energy by allowing nodes to

switch to a power-save mode (PSM), in which a node spends

most of its time in a low-power sleep state [9, 25]. The nega-

tive interaction occurs since energy-aware routing saves en-

ergy at the expense of using more relays and power man-

agement saves energy by eliminating redundant relays. In

this paper, we show how such interactions impact the design

of a complete solution to energy conservation.

Minimizing energy consumption due to both communi-

cation (i.e., data and control overhead) and idling while sat-

isfying traffic constraints is an energy-efficient network de-

sign problem, which is, not surprisingly, NP-hard [24, 22].

The main contribution of our research is an in-depth analy-

sis of three heuristic approaches to this problem: (1) min-

imizing communication energy use as a primary goal, (2)

jointly optimizing for both communication and idling en-

ergy use and (3) minimizing idling energy use as a primary

goal. Our analysis shows that the first approach is not prac-

tical for various wireless cards and the control overhead of

the second approach does not support scalable solutions.

Our extensive evaluation verifies the superiority of our ap-

proach of minimizing idling energy as a primary goal and

shows that our approach meets the challenge of operating

the network with low energy cost without degrading com-

munication performance.

The rest of the paper is organized as follows. In the next

section, we present an energy model to evaluate the energy-

efficiency of communication and idling energy conserva-

tion. In Section 3, we formally define the energy-efficient

network design problem and in Section 4, we describe the
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three heuristic approaches in detail. Performance evalua-

tion results are presented in Section 5. Section 6 presents

concluding remarks.

2 Energy-Awareness in Wireless Networks

To support energy-awareness in wireless networks, it is

essential to understand the trade-offs in communication. To

this end, we present an energy model based on the charac-

teristics of wireless cards and node participation in the net-

work. Next, we use this model to highlight the limitations

of two prominent techniques for communication and idling

energy conservation.

2.1 Energy Model

The energy consumption of a network is determined by

the energy spent by all nodes. The energy consumption

of each node i is the sum of its communication energy,
Ecomm(i), and its idling energy, Epassive(i). Obviously,
Ecomm(i) and Epassive(i) are strongly tied to the energy
characteristics of a wireless card and the node’s participa-

tion in the network.

The energy characteristics of a wireless card are deter-

mined by its operating modes: transmit, receive, idle and

sleep. Transmit is the most power-hungry mode and, to

compensate for this, current wireless cards support a range

of transmit power levels. Sleep power is typically negligible

and idle power is as large as receive power [11]. In addition

to power, Ecomm(i) and Epassive(i) are also a function of
the time spent in each state, which in turn depends on many

factors, including traffic load, routing decisions and packet

failures.

For each node i, Ecomm(i) is the sum of the energy
consumed for data and control overhead, Edata(i) and
Econtrol(i), respectively. Given the total time spent in data
reception, tdata

rx (i), and the time spent transmitting to each
next hop node j (j ∈ NH), tdata

tx (i, j):

Edata(i) =
X

j∈NH

t
data
tx (i, j) · Ptx(i, j) + t

data
rx (i) · Prx, (1)

where the receive power is Prx. The transmission power,

Ptx(i, j) = Pbase + Pt(i, j), where Pbase is the base trans-

mitter cost and Pt(i, j) is the transmit power level. Pt(i, j)
attenuates with the nth power of the distance between nodes

i and j, where 2 ≤ n ≤ 4, depending on channel character-
istics. Since Prx andPbase are fixed costs,Edata(i) is deter-
mined by how much data a node relays and the Ptx(i, j)’s.

Given the time spent in transmitting and receiving con-

trol packets, tctrl
rx and tctrl

tx , respectively:

Econtrol(i) = t
ctrl
tx (i) · P max

tx + t
ctrl
rx (i) · Prx. (2)

We assume that control packets are transmitted with maxi-

mum power level, Pmax
t , and so use Pmax

tx for transmission.

From (2), it is easy to see that Econtrol can only be reduced

by limiting control overhead.

Epassive(i) represents the energy consumed when a
node is not involved in reception or transmission. During

this time, a node can be in a sleep state with sleep power,

Psleep, for a duration of tsleep or in an idle state with idle

power, Pidle, for a duration of tidle. Therefore,

Epassive(i) = tidle(i) · Pidle + tsleep(i) · Psleep + Esw, (3)

whereEsw captures the energy cost of switching states. Ob-

viously, Epassive(i) is minimized if the node stays mostly
in sleep state.

Based on this node-based energy model, the network en-

ergy consumption,Enetwork, is defined as:

Enetwork =

m
X

i=1

Ecomm(i) + Epassive(i), (4)

wherem is the number of nodes. Using this energy model,
we next elaborate communication and idling energy conser-

vation.

2.2 Communication vs. Idling Energy
Conservation

Energy conservation in wireless networks targets the en-

ergy spent in specific modes of a wireless card. Due to the

high power of transmit mode, much research has been di-

rected at minimizing Pt(i, j) via transmission power con-
trol. For example, energy-aware routing (e.g., PARO [14],

MTPR (Minimum Transmission Power Routing) [23]) uses

Pt(i, j) as a routing metric. However, the main goal is to
save energy in terms of

∑
i Edata(i), and the effects on∑

i Econtrol(i) and
∑

i Epassive(i) are ignored.
However, Epassive(i) is the dominating energy con-

sumer when there is no communication [11]. To reduce

Epassive(i), power management is typically used. Power
management provides two modes, power-save mode (PSM)

and active mode (AM). In PSM, a node keeps its wireless

card mostly in sleep state (e.g., IEEE PSM [5]). In AM,

a node is either transmitting, receiving or idling. While

PSM may benefit lightly-loaded networks, it severely lim-

its network capacity as the load increases [25]. Therefore,

power management allows transitions between PSM and

AM, which can be triggered based on traffic duration (e.g.,

ODPM (On-Demand Power Management) [25]) or topol-

ogy (e.g., Span [9]) or both (e.g., TITAN [21]). However,

power management only optimizes for
∑

i Epassive(i) and
ignores

∑
i Ecomm(i).

Both energy-aware routing and power management op-

timize for different radio states in isolation. Next, we

study the joint utilization of these approaches as an energy-

efficient network design problem.
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3 Energy-Efficient Network Design Problem

The energy-efficient network design problem is simi-

lar to traditional network design problems, which, given

a weighted graph, ask for a subgraph of minimum total

weight satisfying some connectivity requirements [13]. In

this section, we give a formal definition of the problem,

which is NP-hard.

We model a wireless network as an undirected graph.

Associated with each source-destination pair (si, di), there
is a non-negative traffic demand ri. Each node and edge are

assigned weights, c(v) and w(e), respectively. While c(v)
is either Pidle or Psleep based on the power management

state of a node v, w(e) is determined by Ptx(e) and Prx.

Based on this notation, the energy-efficient network design

problem is defined as follows:

Definition 1 Given a network, the goal of energy-efficient

network design is to find a subgraph F , such that: (1)
∀(si, di) there is a path in F and (2)Enetwork is minimized.

We simplify the definition of Enetwork to represent only

idling, data transmission and reception costs:

Enetwork =
X

u,e∈F

tidle(u) · c(u) + tdata(e) · w(e), (5)

where tdata(e) is the time spent in data communication.
Since all (si, di) are required to be in F , c(si) = 0 and
c(di) = 0. Furthermore,Econtrol(i), Esleep(i) andEsw are

ignored. This simplification is made only in this section to

understand the complexity of the problem.

Energy-efficient network design is essentially a node-

weighted buy-at-bulk problem, which is known to be NP-

hard. In the node-weighted buy-at-bulk problem [8], given

an undirected graphG, node pairs (si, di) with demands ri,

and a sub-additive cost function f(v) on nodes, the goal is
to find a feasible routing for each pair that minimizes the to-

tal cost. In our case, the cost function f(v) is uniform over
all nodes.

Node-weighted network design problems are harder to

approximate than their edge-weighted versions. Essentially,

reducing a node-weighted problem to an edge-weighted

problem requires making the graph directed and problems

on directed graphs are harder to approximate. Further-

more, special cases of node-weighted single-sink/multi-

commodity buy-at-bulk problem are node-weighted Steiner

tree/forest problems, which are hard to approximate within

an Ω(logn) factor [18, 8]. Therefore, energy-efficient net-
work design has also an approximation ratio Ω(logn).
A constant approximation algorithm, MPC (Minimum

Power Configuration), has been proposed for the single-sink

case [24]. However, two assumptions are made: (1) link

weights are bounded by node weights (i.e., w(e) ·
∑

ri ≤
α · c(u)) and (2) c(si) 6= 0 and c(di) 6= 0. Executing

a minimum-weight Steiner tree/forest approximation algo-

rithm in this graph, with no node weights and with edge

weights equal to c(u) provides an approximation ratio of
1 + α for single-source and multi-commodity case respec-
tively.

Next, we show that the quality of solutions generated by

MPC might deviate significantly in terms of Enetwork. To

demonstrate the impact of the first assumption, we use the

network in Fig. 1, where there is one sink node, k sources,
and nodes i and j. Figs. 2 and 3 show two minimum-weight
Steiner trees that are potential outputs of MPC, ST 1 and
ST 2. Consider the case where each source generates one
packet, link activity for one packet lasts tdata and each node

stays idle for a duration of tidle. Given Ptx(u, v) = α · z,
Prx = Pidle = z, Enetwork of ST 1, EST1, is:

EST1 = 1 · tidle · z + k ·
(k + 3)

2
· tdata · (α + 1) · z. (6)

The second term of the equation is calculated by observing

that node k transmits 1 packet, node k−1 transmits 2 pack-
ets, and node l transmits k − l + 1 packets. The relay node
i transmits k packets. Therefore, there is a total of k · k+3

2

transmissions.

Similarly, Enetwork of ST 2, EST2, is:

EST2 = 1 · tidle · z + 2 · k · tdata · (α + 1) · z. (7)

Again, the second term of the equation is calculated by ob-

serving that k sources transmit one packet and the relay
node j transmits k packets.
Comparing EST1 to EST2, we see that idling costs for

both trees are the same (1 · tidle). However, communica-

tion costs deviate with the number of sources (i.e., deviates

by k+3

4
). Essentially, while in ST 2 all flows are able to

route through shortest paths, in ST 1 flows are forced to use
longer routes. This shows that the structure of a Steiner tree

and its impact on communication needs to be taken into ac-

count.

Next, we extend our argument to multi-commodity case

and show the impact of the second assumption on perfor-

mance. Fig. 4 depicts the network, where there are k source
and destination pairs, (Si, Di), 1 ≤ i ≤ k and S0 is the cen-

ter node. Figs. 5 and 6 show two Steiner forests, SF1 and
SF2, respectively, which are found by extending the main
idea of MPC to a Steiner forest.

Next, we evaluate SF1 and SF2 in terms of Enetwork.

Given Ptx(u, v) = α · z, Prx = Pidle = z, Enetwork of

SF1, ESF1, is:

ESF1 = k · tidle · z + 2 · k · tdata · (α + 1) · z. (8)

The first term accounts for k nodes that remain active to
serve the flows, while the second term accounts for 2 · k
transmissions and receptions. Similarly, Enetwork of SF2,
ESF2, is:

ESF1 = 1 · tidle · z + 2 · k · tdata · (α + 1) · z. (9)
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In this example both trees have the same communication

costs (2 · k · tdata · (α +1) · z). However, while SF1 uses k
relays, SF2 uses only 1 relay. If the idling costs of source
and destination were included in Enetwork, then a constant

ratio of 3·k
2·k+1

would be obtained.

From this discussion it is obvious that different assump-

tions about node and edge weights lead to different ap-

proximation bounds for the energy-efficient network design

problem. However, our discussion makes some assump-

tions that do not hold in practice. For instance, the traf-

fic demand, typically, cannot be determined in advance and

a centralized solution is not acceptable. Therefore, next,

we study three heuristics approaches that are not limited by

these factors.

4 Heuristic Approaches

Interpreting energy-efficient network design as a multi-

objective optimization problem opens the door for different

heuristic approaches. Given the two objectives of minimiz-

ing communication and idling energy, we can either pri-

oritize one objective over the other or treat them equally.

Hence, we study three natural heuristics: (1) minimize com-

munication energy first, (2) jointly optimize communication

and idling energy and (3) minimize idling energy first. To

implement these heuristics, we build on the fact that net-

work design and routing are closely intertwined. Therefore,

in all three approaches, information from power control and

power management mechanisms is used for route selection.

Consequently, route selection affects the operation of power

control and power management mechanisms, hence, energy

conservation. Next, we discuss these approaches in detail

highlighting their benefits and drawbacks.

4.1 Minimize Communication Energy
First

Since transmission power attenuates polynomially with

distance, multiple transmissions over short distances are ex-

pected to save energy in comparison to one direct trans-

mission. Therefore, we first consider energy-aware rout-

ing using power control as the primary optimization tech-

nique. Once the relays that minimize transmission costs are

chosen, the rest of the nodes switch to a power-save mode

through power management.

We implement this approach using MTPR and ODPM.

Hence, the relay nodes are chosen by MTPR, and ODPM

keeps these nodes in AM as long as they are actively for-

warding. When the keep-alive timer of a node expires due

to idling, ODPM switches the node back to PSM. We ex-

periment with two flavors of MTPR: MTPR and MTPR+,

with the following cost functions:

MTPR : f(u, v) = Pt(u, v), (10)

MTPR+ : f(u, v) = Pbase + Pt(u, v) + Prx, (11)

where Pt(u, v) is determined at transmission time using the
RTS-CTS exchange at the MAC layer.

MTPR is implemented as a reactive protocol, similar

to DSR [17]. The cost of the route, which is the sum of

the f(u, v)’s, is stored as an extra field in route requests
(RREQ). When a node v receives a RREQ, it updates the
cost using f(u, v) and rebroadcasts the packet. RREQs may
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be rebroadcast and multiple route replies (RREPs) may be

sent, if they advertise a lower cost. In addition to route dis-

covery, routing tables must be modified to store the energy

cost of each route.

This approach tries to find routes with lower communi-

cation costs at the cost of increased routing overhead. How-

ever, in addition to this trade-off, idling energy is also ex-

pected to increase, which might impair the benefits of this

approach.

4.2 Joint Optimization

In this section, power control and power management

are utilized with equal emphasis. Given two routes with the

same number of relays, total energy consumption is mini-

mized when the route with minimum communication cost,

which is determined by the Pt(u, v)’s, is chosen. Hence, a
natural cost function is h(u, v) [24]:

h(u, v, ri) =

(

c(u, v), if u in AM

c(u, v) + Pidle, if u in PSM
(12)

where c(u, v) = (Ptx(uv) + Prx − 2 · Pidle) ·
ri

B
, B is the

bandwidth and ri is the rate of the new flow that goes over

u − v, if u − v is on the path from si to di. When the

rate information is not available, h(u, v, ri) is modified by
setting ri

B
= 1. Next, we describe how h(u, v, ri) can be

applied to proactive and reactive routing.

To use h(u, v, ri) in proactive routing, it is necessary to
modify the routing table structure and the route look-up.

Each node needs to keep information about the power man-

agement state of its neighbors and the transmit power levels

to reach each neighbor. If available, si includes ri in each

packet header, and so, there is no need to maintain ri in the

routing tables. Obviously, multiple entries for each destina-

tion might exist. When forwarding a packet, node u chooses
the best next-hop node v with minimum h(u, v, ri). We im-
plement these modifications based on the DSDV (Destina-

tion Sequence Distance Vector) routing protocol [20], simi-

lar to MPC [24]. However, the MPC implementation is lim-

ited to a single-sink scenario. Furthermore, due to MPC’s

routing table structure, a route update is needed whenever

the flow rates change. In our implementation, a route up-

date is only needed when the quality of a link or the power

management state of a node changes. Therefore, we do not

consider MPC in our evaluations.

To use h(u, v, ri) in reactive routing, it is necessary to
modify route discovery and routing table maintenance. The

modifications are similar to ones in MTPR. Different than

MTPR, when a node receives a RREQ, it updates the cost

of the route using the transmit power level and its power

management state.

In both reactive and proactive implementations, joint-

optimization tries to explore paths with less energy con-

sumption at the cost of increased routing overhead. There-

fore, it is susceptible to producing an overwhelming amount

of control traffic to track cost changes.

4.3 Minimize Idling Energy First

The final approach first minimizes idling costs and sec-

ond communication costs. Hence, relays are determined us-

ing power management as a primary optimization. Next,

selected nodes stay active and use TPC to minimize com-

munication costs to reach their neighbors.

We implement two variants of our approach. In the

first variant, the relays are simply determined by a reac-

tive shortest-path routing algorithm, which is DSR in our

implementation. Once a node is chosen as a relay, ODPM

maintains the power management state of the node based

on its current participation in routing. In the second vari-

ant, TITAN [21], is used to select relays. TITAN maintains

a backbone of nodes, which addresses the shortcoming of

activating redundant nodes in ODPM. The basic idea is to

favor nodes that are already in AM as good candidates for

routing, so that the nodes in PSM can continue sleeping.

Therefore, in TITAN, a node probabilistically participates

in route discovery based on the its power-management state,

size of its neighborhood and the number of backbone nodes

it knows of. Hence, as route diversity in the network in-

creases, TITAN reduces the number of relays.

Our approach provides a low-complexity solution to

energy-efficient network design problem. Essentially, this

low complexity is the key to achieving high energy savings

without degrading communication performance.

5 Performance Evaluation

In this section, we present the first comprehensive study

of the energy-efficient network design problem by inves-

tigating the three heuristic approaches introduced in Sec-

tion 4. Through an analytical study, we first rule out the

first approach (i.e., minimize communication energy first)

showing that it does not provide energy savings with well-

researched wireless cards. Next, we evaluate the second and

third approaches (i.e., joint optimization and power man-

agement as primary optimization) via a simulation study.

Finally, we extend our simulation study to a hypothetical

wireless card to evaluate if the first approach has any po-

tential for energy savings in comparison to the second and

third approaches.

5.1 Analytical Study

In this section, our goal is to understand the effective-

ness of power control as a primary optimization. To this

end, we analyze the energy savings through using relays
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between two nodes that are in transmission range of each

other, essentially, revealing when using relays saves energy

in comparison to direct transmission.

The steps to derive the optimal number of relays (i.e., op-

timal hop count) are similar to calculating the characteristic

distance [6, 12], which is the optimal hop distance that min-

imizes the energy cost of end-to-end transmission. How-

ever, in [6] the effect of Epassive(i) is ignored and in [12]
the relationship between transmission range and character-

istic distance is not considered. Essentially, characteristic

distance might be greater than the transmission range, in

which case only direct transmission is feasible. To capture

this effect, we define the characteristic hop count as the

optimal number of hops between two nodes that can also

trannsmit directly. Obviously, the characteristic hop count

must be greater than two to save energy through relays.

To derive the characteristic hop count, we analyze the

total energy consumption on a route, Er. Using equations

from Section 2.1,

Er =

m+1∑

i

Ecomm(i) + Epassive(i), (13)

where i = 1 is the source and i = m + 1 is the destination,
and there are m − 1 relays. We assume that the nodes on
the route are in AM, and hence, tsleep = 0 and Esw = 0.
For a given rate R, bandwidth B, and time t, tdata

rx (i) =
tdata
tx (i) = R

B
·t, except tdata

rx (1) = 0 and tdata
tx (m+1) = 0.

The remainder of t is spent in idling. Ignoring Econtrol(i),

Er =
R

B
·t ·

m
X

i=1

Ptx(di)+m ·Prx +(m+1−2 ·m ·
R

B
) ·t ·Pidle.

(14)

Ptx(di) denotes the transmission cost between two nodes
separated by di. Assuming a 1/dn path loss, Ptx(d) can be
modeled as Ptx(d) = Pbase + α2 · dn, where α2 · dn rep-

resents Pt(i, j), and α2 is the power to drive the transmitter

amplifier [6]. Since Er is convex, it is minimized when all

hop distances are equal. Therefore, using di = D/m, we
find optimal hop count,mopt, by solving

∂Eroute

∂m
= 0:

mopt = n

s

(n − 1) · α2

Pbase + Prx + 1−2(R/B)
R/B

· Pidle

· D. (15)

Since the characteristic hop count is an integral value, it is

⌈mopt⌉ ifmopt < 1, and ⌊mopt⌋ ifmopt ≥ 1.
By definition, only ⌊mopt⌋ ≥ 2 justifies using relays be-

tween two nodes that are in transmission range. We plot

mopt for four different wireless cards asR/B increases (see
Fig. 7). The radio model for each wireless card is given

in Table 1. We use the existing models for Cabletron [19]

and LEACH cards [15]. The models for Aironet 350 and

Mica2 [10] are derived using polynomial curve fitting on

existing measurement studies. In Fig. 7, since mopt < 2

Table 1. Radio parameters for four wireless
cards (mW )

Cards Pidle Prx Ptx(d(m))

Aironet 350 [1] 1350 1350 2165 + 3.6 · 10−7
· d4

Cabletron [9] 830 1000 1118 + 7.2 · 10−8
· d4

Hypothetical 1118 + 5.2 · 10−6
· d4

Mica2 [10] 21 21 10.2 + 9.4 · 10−7
· d4

LEACH [15]
x · 50 50 50 + 1.3 · 10−6

· d4

50 + 10−2
· d2
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Figure 7. mopt for different cards.

for all rates, only direct transmission is feasible. The case

when the bandwidth is fully utilized (i.e., R/B = 0.5)
corresponds to the case when Pidle has no effect. There-

fore, even when idling energy is not accounted for, direct

transmission is more energy-efficient than communicating

through relays.

Power control as an optimization metric is meaningful

only for cards with certain characteristics. For instance, set-

ting α2 ≥ 5.16 · 10−6 for Cabletron satisfies mopt ≥ 2 for
R/B = 0.25 (see Hypothetical Cabletron in Fig. 7). Conse-
quently, the transmit power to reach D = 250 m increases
up to 20 W, which cannot be supported due to 1 W limit by

the FCC in the USA [4], and 100 mW limit by ETSI in Eu-

rope [2]. Given these limitations, we are not aware of any

card that satisfies mopt ≥ 2. Furthermore, new cards con-
sume less energy in transmit than receive [16], which makes

using relays between two nodes in transmission range even

more questionable. Nevertheless, in Section 5.2.3, we eval-

uate all approaches with the Hypothetical Cabletron to pro-

vide a thorough study of the trade-offs.

In this section, we have shown that energy-aware rout-

ing that uses additional relays between two nodes (like

PARO [14]) does not save energy. However, we discuss

power control only from an energy perspective. Power con-

trol affects also spatial reuse, especially when the commu-
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nication consists mostly of one-hop flows. However, its ad-

vantage in the presence of multi-hop flows is not obvious.

We will study the trade-off between energy and spatial reuse

as future work.

5.2 Simulation Study

The goal of our simulation study is to understand the ef-

fectiveness of the heuristic approaches in various network

settings. We use delivery ratio to measure communication

performance, which is the ratio of the number of received

data packets to the number of sent data packets. The perfor-

mance in terms of energy is evaluated by energy goodput,

which is the ratio of total application bits delivered to the

total energy consumed (i.e., Enetwork).

We use ns2 [3] for our simulations. In Sections 5.2.1

and 5.2.2, we present results with the Cabletron card (see

Table 1). We simulate the following protocols: proac-

tive joint optimization (DSDVH-ODPM), reactive joint op-

timization with and without traffic rate information (DSRH-

ODPM(rate) and DSRH-ODPM(norate)), and power man-

agement as primary optimization (DSR-ODPM-PC and

TITAN-PC). We use two baselines: DSR with power man-

agement (DSR-ODPM) and DSR with all nodes active

(DSR-Active). Section 5.2.3 presents results with the Hy-

pothetical Cabletron card, described in Section 4.1. In this

section, we evaluate the performance of power control as

primary optimization (MTPR and MTPR+).

ODPM uses IEEE-802.11PSM for sleep scheduling. For

PSM, the beacon interval is 0.3 s and the ATIM window

is 0.02 s, as suggested in [9]. Both the beacon and the

ATIM intervals are long enough to compensate for the cost

of switching between sleep and idle states. For ODPM,

the keep-alive timers are set to 10 s for RREPs and 5 s

for data messages. For both cards, transmit power levels

are assumed to be infinitely adjustable. Although this is

optimistic, it permits us to concentrate on the trade-offs in

energy-efficient network design.

5.2.1 Small Networks

In these simulations, 50 nodes are placed, uniformly at ran-

dom, in a 500 × 500 m2 static network. There are 10 CBR

flows. The packet size is 128 B. The start time of each flow

is random between 20 s and 25 s. Each simulation runs for

900 s. Each graph depicts an average of 5 runs and 95%

confidence intervals.

To understand the impact of traffic load, we evaluate per-

formance as the traffic rate of each flow increases between

2-6 Kbit/s (i.e., 2-6 packets/s). Except DSDVH-ODPM,

all approaches use approximately the same number of re-

lays (≈ 26 nodes), and so, their energy goodput perfor-
mance is similar (see Fig. 9). Furthermore, even though

 0

 0.2

 0.4

 0.6

 0.8

 1

 2  2.5  3  3.5  4  4.5  5  5.5  6

D
e

liv
e

ry
 R

a
ti
o

Rate (Kbit/s)

TITAN-PC
DSR-ODPM-PC

DSDVH-ODPM(5,10)-PSM
DSDVH-ODPM(0.6,1.2)-Span

DSRH-ODPM (norate)
DSRH-ODPM (rate)

DSR-ODPM
DSR-Active

Figure 8. Delivery ration: 500 × 500 m2.

 0

 500

 1000

 1500

 2000

 2500

 3000

 2  2.5  3  3.5  4  4.5  5  5.5  6

E
n

e
rg

y
 G

o
o

d
p

u
t 

(b
it
/J

)

Rate (Kbit/s)

TITAN-PC
DSR-ODPM-PC

DSDVH-ODPM(5,10)-PSM
DSDVH-ODPM(0.6,1.2)-Span

DSRH-ODPM (norate)
DSRH-ODPM (rate)

DSR-ODPM
DSR-Active

Figure 9. Energy goodput: 500 × 500 m2.

the transmit energy significantly reduces with power control

(ODPM uses 54-59% more transmit energy than TITAN),

its effect on the total is not visible since
∑

i Epassive(i) ≫∑
i Ecomm(i) (see Fig. 9 and 500x500 lines in Fig. 10).

Compared to the rest, DSDVH-ODPM has significantly

worse energy goodput (e.g., ≈ 85% lower than TITAN-
PC) due to routing table updates. Furthermore, in IEEE

802.11 PSM, these updates keep nodes awake for an en-

tire beacon interval, increasing idling energy consumption.

Hence, DSR-Active and DSDVH-ODPM have almost the

same energy goodput in Fig. 9 (their lines overlap). There-

fore, we evaluate the following improvements for PSM [9]:

(1) advertising each broadcast message and (2) using an ad-

vertised traffic window so that a node can sleep after re-

ceiving all advertised messages. We also reduce the keep-

alive timer for data packets to 0.6 s (i.e., two beacon in-

tervals) and RREPs to 1.2 s. This version of DSDVH-

ODPM is labeled DSDVH-ODPM(0.6,1.2)-Span. As ex-

pected, the energy goodput in this case is higher (e.g.,

now 10%-49% worse than TITAN-PC). However, the ad-

vertised traffic window has a side-effect of reducing de-
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livery ratio: DSDVH-ODPM(0.6,1.2)-Span delivers 74%-

92%, while the rest delivers 100% (see Fig. 9). These re-

sults show that depending on the routing protocol the over-

head of joint optimization becomes visible even in small

networks.

5.2.2 Large Networks

To evaluate the scalability of the protocols, we next present

simulation results in larger networks. We simulate 200

nodes placed uniformly at random, in a 1300 × 1300 m2

static network. There are 20 CBR flows. The start time for

each flow is random between 20 s and 25 s. Each simulation

runs for 600 s. Each graph depicts an average of 10 runs and

95% confidence intervals.

In contrast to small networks, the differences among ap-

proaches are now evident (see Figs. 11 and 12). Power

management as primary optimization performs significantly

better than joint optimization. There is a threshold rate,

3.5Kb/s, where joint optimization starts performing with

high deviation. Essentially, as the rate increases, the control
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Table 2. Performance with node density
# of nodes DSR-ODPM-PC TITAN-PC

Delivery Ratio

300 0.933 ± 0.056 0.993 ± 0.004

400 0.405 ± 0.093 0.923 ± 0.102

Energy Goodput (bit/J)

300 507.162 ± 137.267 674.381 ± 37.084

400 90.711 ± 22.278 929.812 ± 278.794

overhead of both proactive and reactive protocols interferes

with data communication.

It is also observed that power management has a posi-

tive effect on scalability. In all heuristic approaches, power

management imposes a scheduling on transmissions and re-

ceptions through beacon and ATIM intervals. In the ab-

sence of such a scheduling, DSR-Active’s scalability is sig-

nificantly impaired (see Figs. 11 and 12). On the other

hand, the effect of power control is not obvious, even though

TITAN-PC indeed incurs less transmit energy (66-86% less

than ODPM, see Fig. 10).

The evaluations up to this point show that DSR-ODPM-

PC and TITAN-PC perform similarly. Therefore, we further

evaluate these two protocols with different node densities,

setting the per-flow traffic rate to 4Kb/s and without chang-

ing the positions of source and destination nodes. The re-

sults show that TITAN-PC can scale to denser networks (see

Table 2). Essentially, the routing overhead of DSR-ODPM-

PC explodes with network density, and TITAN is less af-

fected since active nodes dominate route discovery. Hence,

as the node density increases, TITAN-PC is the only proto-

col that can maintain high performance.

5.2.3 Hypothetical Networks

In this section, we evaluate all protocols with the Hypothet-

ical Cabletron card. The goal of our study is to understand

the trade-offs among all three heuristics when power con-
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Figure 13. Energy goodput for low traffic

rates with perfect sleep scheduling.

trol as primary optimization has potential to save energy.

For the sake of clarity of graphs, we omit the results for

DSR-PC and DSRH(rate).

To allow all protocols to exhibit their characteristic be-

havior (e.g., MTPR favors short hop distances and TITAN

focuses traffic on backbone nodes), we simulate a static

300 × 300 m2 network with 49 nodes placed on a 7 × 7
grid. There are 7 CBR flows, where a source on the left

side sends to a destination on the right side. The start time

for each flow is random between 20s and 25s. Each simu-

lation is 900 s. We simulate per-flow traffic rates between

2 Kbit/s-200 Kbit/s (above 200 Kbit/s is beyond node ca-

pacity). To understand the potential of each approach with-

out the side effects of high rates (e.g., packet losses due to

buffer overflows), we find the time when the routes stabilize

for the 2 Kbit/s and use these routes to calculate Enetwork

for higher rates.

We evaluate two sleep scheduling strategies: (1) perfect

sleep scheduling, where nodes wake up at the exact time

when they are needed, and (2) ODPM scheduling, where

active nodes are always idling in the expectation of traffic,

while the rest of the nodes are asleep.

Figs. 13 and 14 show energy goodput for low traffic

rates (2K-5K). As expected, with perfect sleep scheduling,

all protocols perform similar with the exception of DSR-

Active. However, the energy goodput of all protocols de-

grades with ODPM. When the traffic load is low, we see

energy savings mostly from reducing the number of re-

lays. Therefore, with ODPM scheduling, TITAN outper-

forms other protocols.

Figs. 15 and 16 show energy goodput for high traffic

rates. With no idling costs, TITAN-PC achieves lower en-

ergy goodput compared to MTPR, MTPR+ and DSRH (no-

rate). Essentially, using longer links becomes more expen-

sive as the rate increases. However, with ODPM schedul-
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rates with ODPM scheduling.
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Figure 15. Energy goodput for high traffic

rates with perfect sleep scheduling.

ing, TITAN-PC outperforms others protocols for rates be-

low 200 Kbit/s. Furthermore, the difference in performance

at 200 Kbit/s is less pronounced compared to Fig. 15.

These results show that even with a hypothetical card and

ideal scenarios, power control as primary optimization and

joint optimization provide high energy savings only with

perfect sleep scheduling. When idling costs are taken into

account, these approaches outperform power management

as primary optimization at only very high bandwidth uti-

lization. However, it is not clear if such high rates can be

supported in multi-hop wireless networks due to potentially

high contention and delay. Therefore, our approach will re-

main valuable unless the characteristics of wireless cards

change and perfect sleep scheduling becomes feasible.
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6 Conclusion

Saving energy fromwireless communication requires re-

ducing energy consumption for all radio states. In this pa-

per, we present this problem as an energy-efficient network

design problem and study three heuristic approaches. Eval-

uation results show that our approach that gives priority to

idling energy consumption achieves the desired property of

being both bandwidth and energy-efficient. Furthermore,

our study exposes a commonly held myth about the poten-

tial energy savings from power control as a primary energy

conservation technique.

In this work, we mainly consider minimizing instanta-

neous network energy consumption, which does not neces-

sarily translate into longer network lifetime. The lifetime

of a wireless network is dependent on many factors such as

the type of application, network traffic, number of nodes,

available energy, path loss and radio energy parameters [6].

Due to the complexity of the energy-efficient network de-

sign problem, incorporating such lifetime constraints de-

fined by the application is part of our future work.
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